
Performance
▪Excellent thermal insulation properties over wide temperature
     range (-50 ~ 180°C), utilizing the low thermal conductivity of
     aerogel (0.017 ~ 0.022mW/mk)
▪Surface & interior temperature of 1mm thick metal box drops  
    20% ~ 25% when coated with 0.3mm of roVa Shield SR
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The data on this sheet represent typical values. Since application variables are a major factor  in product performance, this information should serve only as a general guide. roVa assumes no obligation or liability for use of this 
information. Unless roVa agrees otherwise in writing, roVa makes no warranties, express or implied, and disclaims all implied warranties including warranties of merchantability or fitness for a particular use or freedom from patent 
infringement. roVa will not be liable for any special, incidental or consequential damages. Your only remedy for any defect in this product is the replacement of the defective product, or a refund of its purchase price, at our option.
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Technical Features
 

Acrylic

White

4L/18L

0.64 ~ 0.68g/cm³

16,000 ~ 20,000cPs

brush, roller, airless sprayer

2.16m²/L (0.3mm)

0.3mm (1 ~ 2 coat)

Coating Type

Color

Size

Density

Viscosity

Application Method

Theoretical Coverage

Application Thickness

65%Solids by Volume 

4hr (25°C/66~72%, brush)Dry to Touch Time

24hr (25°C/50%, brush, 0.3mm)

12months (10 ~ 30°C,  80% or below) 

Cure Time

Storage

  10 ~ 35°CApplication Temp.

-50 ~ 120°COperation Temp.

Usage and Application

Evironmentally Friendly

▪Recommended for container homes / storage facilities / 
     barns / recreational vehicles (RV)

▪Ideal for roof and external walls of residential & industrial 
     buildingsto insulate heat in Summer / cold in Winter
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                                      SR Solar Reflective Aerogel Insulation Coating is an environmentally friendly water-based coating using 
silica aerogel powder as the main performance ingredient. Specially formulated to reflect solar radiation and heat, with the 
added benefit of thermal insulation properties, it exhibits excellent 2-in-1 functionality ideal for roof tops and exterior walls.
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* Tested by: roVa Corporation, 2019
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Solar Reflective Aerogel Insulation Coating
SR

▪Does NOT contain dangerous chemicals, VOC(below 2g/L), or bad odor
▪Minimize carbon emission by promoting energy efficient buildings

▪Test Condition: Measure surface & interiror temperature of two 1mm thick 
      metal boxes exposed under direct sunlight from 09:30 to 13:30 on a summer day

▪Best if used as a top coating for roVa Shield insulation coatings

▪Improve overall energy efficiency / Save operation cost

▪Excellent Cool Roof effect by reflecting sun light and heat
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01 Prepare the product, application equipment & safety equipment.
02 Organize the environment. Clean the applying surface.

Application Method 

 

▪Do not add water or other additives.
▪Store at room temperature(10 ~ 30℃), and avoid direct contact of 
     sunlight or fire.
▪Keep the product sealed before and after use.
▪Mix the product for 3~5 minutes to evenly disperse ingredients.
▪Avoid direct contact to your eye or skin. If contacted, seek for medical 
     advice if you're concerned.
▪Read GHS-MSDS for your own safety.

Product Preparation

▪Avoid applying in a humid(humidity over 85%) or cold(10℃  or lower) 
     hot(35℃  or higher) environment, for the coating might not show it's 
     best performance.
▪Ventilate the area when applying and drying the product.
▪Wear safety equipment at all times.
▪Keep the application surface clean. 
▪If the surface material is stainless steel or plastic, it's best to apply 
     primer before applying the coating. 
▪Avoid direct contact of water before the coated surface is fully dried.
▪Use light pressure to achieve delicate texture. Applying too much 
     pressure may result in the painted layer to be too thin.
▪If necessary, additional coats can be applied above the recommended 
     coating thickness, since insulation performance increases as the 
     coating thickness increases. 

Product Application

▪Clean equipment with water after the product application.
▪Store used product at room temperature.
▪Contact your local authority for information on waste disposal. 

Post Product Application

03 Apply masking tape, primer if necessary.
04 Mix the product for 3~5 minutes before the application.

                                                               User ManualSolar Reflective Coating
SR

. 

05 Use brush, roller or airless sprayer to apply the coating.
06 Apply 2nd coat after curing for 4hrs at room temp.

05 06


