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Technical Data Sheet 
 

 

roVa Shield HV is an environmentally friendly water-based insulation coating using silica 

aerogel powder as the main performance ingredient. It exhibits excellent thermal insulation 

and hydrophobic properties and is perfect for improving the energy efficiency of buildings, 

industrial plants, and facilities, as well as dampening ambient sound and noise.  

 

1. Technical Features 
Type Water Based Acrylic Application Thickness* 1000 ㎛ / 1 mm 

Density 0.5~0.6 g/cm³ Number of Application Times 2~3 

Viscosity  34,000~42,000 cPs Thermal Conductivity 0.035 ~ 0.040 W/mK 

Solids by Volume  55 ~ 60 % Theoretical Coverage 0.6 m2 / L 

Dry to Retouch 6 Hours Cure Time 48 Hours 

Best By 6 Month from production Application Method Brush, Trowel 

*DFT: Dry Film Thickness  

 

2. Application On 
 
1) Preventing condensation and mold generation  

2) Industrial facilities for achieving safe touch and lowering energy consumption rate 

3) Improve building energy efficiency by applying to inner wall  

4) Lower sound and vibration within industrial zone  

 
3. Application Notes 
1) Do not mix with other additives 

2) Application thickness above tolerance range may result surface crack during drying stage 

3) Please refer to Application Manual for further instruction 
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